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ProPoxy 20 Epoxy Putty

Makes steel-hard repairs in 20 minutes. Tube holds two strips: steel-reinforced epoxy resin 
and hardener. Mix two strips together and it starts to cure in 10 minutes, allowing for last 
minute corrections. Use on metals, masonry, wood, glass, ceramics and most plastics, even 
on electrical insulating and damp/wet/underwater repairs. Not recommended for polyethyl-
ene or polyvinyl chloride. Heat resistant up to 300Á F. After curing, compression strength of 
18,000 psi and tensile strength of 6,000 psi. Can be drilled, sanded, þled and machined. 

110275  

Sta'-Put Spray Adhesive
Works well on bottom board, vinyl tops, 
metal or vinyl trim, styrofoam, foam rubber, 
glass, plastics and much more. Gives high 
solids, water-resistant bonds offering quick 
tack, non-wrinkling and ÿexibility.

110250  16 oz.; 12/Ctn.
110253  40# Canister

Sta'-Put II Spray  
Adhesive
Spray directly onto polystyrene safely with 
no melt-down. Ready to bond in four min-
utes. Water resistant. Especially formulated 
for styrofoam.

110252  13 oz.; 12/Ctn.

Sta'-Put II Remover
Simpliþes clean-up of overspray and removes bonded 
materials. Virtually no residue. Compatible with most 
surfaces. Not recommended for paper-printed wall-
paper without vinyl coating. 

110254  12 oz.; 12/Ctn.

Sta'-Put High Temp  
Adhesive
For use where high temperatures are an issue. Flame 
resistant to approx. 225Á F. Non-ÿammable after 
tacked. Welds onto surface after about one minute. 
Not as tacky to the touch, but offers a much stronger 
bond once cured.

110256  12/Ctn.

Multi-Purpose 
Spray Adhesive
Å High strength and fast tacking
Å Adjustable spray pattern
Å Water resistant, permanent  
    bonds
Å High solids, low soak-in
Å Non-staining
Å Excellent choice for tub wall
 surrounds

110280 Adhesive, 13 oz.

High Strength/
High Temp Spray  
Adhesive
Å High strength, water-resistant,  
    permanent bond
Å High temperature resistance
Å Adjustable spray pattern width
Å High solids, low soak-in
Å Non-staining
Å Bonds plastic laminates and veneers 
 including radius edge banding

110282  13 oz.
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6-in-1 Screwdriver
Specially tempered chrome-plated steel, 
hardened so that one end can be used as a 
5/16" hollow shaft nut driver and the other end 
can be used as a 1/4" hollow shaft nut driver. 
Comes standard with a double end Phillips bit 
(1/4" end) and a double end slotted bit on the 
5/16" end.
  
380109 
380115   Imprinted w/Your Name; Min. Order 36 

4-in-1 Magnetic Driver

Built-in magnets in aluminum shaft. Non-revers-
ible, insert bits, 2 slotted and 2 Phillips head 
bits. 8" overall length.

380100  36/Ctn.

5-in-1 Magnetic Driver

Contains 1 slotted, 1 Phillips, 2 square and 
1 clutch. All bits are 1/4" hex shank, non-
reversible, insert bits.

380101  36/Ctn.

The 6-in-1 screwdriver can be imprinted w/your 
company name in a minimum order of 48 pcs.
Makes a great advertising tool and give-away.

Imprint Special:

#2 Square Bit Driver

1/4". Overall length 7-3/4". 4" blade. 

380202  6/Ctn.
380103  Economy  25/Ctn. 

3/16". Overall length 7-3/4". Square bit 
driver with 3" blade. 

380201  6/Ctn.

#1 Square Bit Driver

Nut Driver

1/4". 3-5/8" Handle, 
6-5/8" overall.  

380301 6/Ctn.  

Clutch 
Driver
5/32". Overall 
length 8-1/8". 
6/Ctn.

380502 

White rosettes for fas-
tening ceiling board. 1" 
diameter. Center hole 
for #6 screw.

260401  Rosette; 200/Bag
263106  Screw; 200/Bag
260410  Rosette w/Screw; 250/Pk.

Lock Installation 
Tool Kit
For fast and easy installa-
tion of most locksets and 
deadbolts; þts most popular 
electric and cordless drills. 
Blade-mandrel and bit are 
high quality heat treated and 
hardened. Contains one 2-
1/8" diameter high carbon 
steel high speed holesaw 
and mandrel, and one 1" 
high speed wood power bit. 
Will saw through metal or 
wood. Carded.

390500  12/Ctn.

Put your name here!

Rosette 
Washer & 
Screw
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Screws, Bolts & Nuts

263029  1/2" x 5"
263030  3/8" x 4"
263031  3/8" x 5"
263032  3/8" x 6"
263033  3/8" x 8"
263037  3/8" x 5" (300/Bx)
263034  Washers Only

With washers. 50/Box.
Lag Screw

Oval square recess. Zinc plated.  
# 6 gauge, 1-1/4" long.

263108  50/Box

Non-staining replacement screw. 
1/4" hex head slotted with locking 
washer. #9 gauge.

50/Box
262620  3/4" 
262621  1" 
262622  1-1/4" 

400/Box
262623  3/4"
262624  1"
262625  1-1/4"

Flat head square recess #8.  
10/Ctn.

263114  1-1/2"; 25/Box
263111  1-1/2"; 250/Box
263113  2"; 250/Box
263099  2-1/2"; 100/Box
263118  3"; 100/Box
263098  3"; 2000/Box
263117  4"; 100/Box

Aluminum
Screws

Zinc plated hex head. 100/Box.

263035  8-18" x 1"
263036  8-18" x 1-1/2" 

Self-Drilling 
Screws

Threaded Flat Head Pan Head Screws

Hinge Screw 
Oval Square

Drive nail with spiral thread. Hammer 
drive application. Counter-sunk oval 
head. Poly-bagged.

263200  Brass Finish; 500/B
263201  Zinc Finish; 500/B
263206  Brass Finish; 250/B     
263207  Zinc Finish; 250/B
 

Molding Nail 
Spiral Thread

Zinc plated.  # 8 gauge. 10/Ctn.

263123  1 x 8; 500/Pk. 
263119  1-1/2 x 8; 500/Pk.

2/3" threaded #8 gauge.  Bronze þn-
ish.

262631  2"; 250/Box 
262617  3"; 100/Box  

Floor Screws

Flat head, zinc-plated screws.

265518  50/Box

Tub Molding 
Screws

Brass Thumb 
Screws
New metric screws spe-
ciþcally for light shades, 
smaller than #281501 and 
#281502, with a Phillips 
head. 100/Pk.

281505  
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Hex washer head. #8 gauge. 

1/2" 
263050  Box of 500 

3/4"
262616  Box of 50
263101  Box of 500 
264037  White; Box of 500 
263000  Keg (35M Approx.)
263001  1/2 Keg (12M Approx.)

1"
262615  Box of 50
263102  Box of 500 
263005  Keg (25M Approx.)
263006  1/2 Keg 
     (7.5M Approx.)
264038  White (500/Box)

1-1/4"
262614   50/Box
263103   500/Box
263010   Keg (20M Approx.)
263011  1/2 Keg (6M Approx.)
263075  150/Box
        w/Rubber-Backed Washer

1-1/4" Painted
262611   250/Box, Black 
262612   500/Box, Black
263151   500/Box, Brown
263014   500/Box, White
263013  1/4 Keg, White
     (6M Approx.) 

1-1/2"
262613   50/Box
263104   500/Box
263012   Keg  (20M Approx.)

1-1/2" Painted
264035  50/Box, White
264036  500/Box, White

2" 
263089  250/Box

Sheet Metal 
Screws

Panel 
Nails

263110  1" Oak
263112  1" Brown
263115  1" Dark Oak
263116  1" White
263140  1-5/8" White
263141  1-5/8" Dark Oak
263142  1-5/8" Brown
263143  1-5/8" Oak

1" colored nails.  
Approximately 
500 per plastic 
box.

Packaged machine screws with 
nuts. 1/4" #20.

263020  1/2"; 100/Box
263022  3/4"; 100/Box
263024  1"; 100/Box
263026  1-1/2"; 100/Box

Stove Bolts & Nuts

Portable Building  
Screws

For use in metal buildings where a consis-
tent and extremely sharp point is required. 
8" x 3/4" with 1/4" head.

262651  1000/Box 
262653  10,000/Box

Masonery 
Anchor
1/4" dia., 1-1/4" long.

262655   100/Box 390634  Magnetic, 2" long. 1/4"

390617  1-7/8" Long

Slotted

390611  5/32" - 2" Long  

Clutch Head

Square Recess

390636  #1 Square, 2" Long     
390637  #2 Square, 2" Long
390642  #2 Square, 6" Long    

390638  #1 - 1-15/16" Long     
390639  #2 - 1-15/16" Long
390641  #2 - 6" Long

Tapered Nut 
Setter

Phillips




