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Pre-Packaged Kits
Kits contain indicated length of Freeze-Free 
Cable, one fused plug kit, (1) instruction sheet 
and (1) set of warning labels.

272314  5' Kit; 5/Ctn.  
272316  15' Kit; 5/Ctn.
     

Custom pipe freeze protection at off-the-reel 
prices!  Choose pre-packaged systems or for 
longer cable needs, just cut off the required 
length from the reel dispenser and attach 
plug, packaged separately. Freeze-Free 
uses a self-regulating conductive core that 
reacts to changes in temperature, needing 
no thermostat. Patented fused plug — the 
same quality connector used by the industry 
since 1992 — installs in minutes with basic 
household tools. Approved for use on both 
plastic and metal to -20° F. UL listed.

Cut-to-Length Cable
272305  100' Reel
272306  300' Reel
272304  500' Reel

Thermostat

NOTE: USE ON SPECIFIC VOLTAGE ONLY; MAKE SURE ELECTRICAL OUTLET IS NOT 
OVERLOADED. 

■  35°F Automatic "On"   ■  45°F Automatic "Off" (approx.)
■  Controls any 120 volt heater, heating cables, engine heaters,  
 electric heaters, heat lamps
No special wiring, easy to install—just plug it in. Reduces energy 
consumption. One outlet with an indicator light to let you know unit 
is functioning. 1800 watts maximum, 15 amps, 120 volts.

272318

Fused Plug Kits

272307   Kit
272317   Kit; Bulk
272310 End Caps, 5/Bag; 10/Ctn.

Floor Display

■ Grounded 30" cord-set 
 requires less heating cable
■ Power indicator light shows  
 that power gets to the plug  
 and indicates an intact fuse
■ UL System Listed
■ Pipe mounting brackets for  
 easy attachment to typical
 water pipes
■ Built-in, fast-reaction fuse
■ Easy to install: just insert
 the cable into the plug and
 tighten the screws
■ Same reliability
■ Now supports up to 75 feet
 of Freeze Free cable

100' Display
Display contains 100' feet of cable 
with a pegboard holder, ten plugs and 
an attractive header with a supply 
of application guides. Other Freeze 
Free items can be added to complete 
an effective sales center.

272308  100' Display
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How to Determine How Much 
You Will Need:
Gather the following information:
 

Pipe size  EXAMPLE
 Outside diameter  1-1/2" Pipe
 Pipe length  12 feet

Lowest expected air temp
 (disregard wind chill)  -20°F/-29°C

Number of valves & spigots  1 ball valve

Distance from pipe to outlet  2 feet

Consult the correct chart below. Read down to find your pipe diameter, 
then read across to the box below your lowest expected temperature. 
The first number will tell you the length (feet) of cable you need per foot of 
pipe. The second number indicates the recommended distance between 
each spiral wrap of cable on the pipe. The abbreviation "str" indicates 
that the cable should be run in a straight line instead of spiral wrap. 

Pipe
Dia.

1/2"
3/4"
1"

1-1/4"
1-1/2"

2"

+20°F/-7°C

1'  
1' 
1'  
1'  
1'  
1'  

str
str
str
str
str
str

0°F/-18°C

1'  
1.1' 
1.3'  
1.6'  
1.8'  
2.1'  

str
7-1/4"

5"

4-1/4"

4"

4"

-20°F/-29°C

1.5'  
1.7' 
2'  
2.3'  
2.5'  
3'  

2-3/8"

2-3/8"

2-3/8"

2-1/2"

2-5/8"

2-5/8"

-40°F/-40°C

2'  
2.3' 
2.7'  
3.2'  
3.6'  
4.3'  

1-1/2"

1-1/2"

1-5/8"

1-3/4"

1-3/4"

1-3/4"

-60°F/-51°C

2.4'  
2.9' 
3.3'  
4.1'  
4.7'  
5.4'  

1-1/4"

1-1/4"

1-3/8"

1-3/8"

1-3/8"

1-1/8"

Chart 1 for Plastic Pipes (based on use of 1/2" insulation)

Chart 2 for Metal Pipes (based on use of 1/2" insulation)

Lowest Expected Temperature

Pipe
Dia.

1/2"
3/4"
1"

1-1/4"
1-1/2"

2"

+20°F/-7°C

1'  
1' 
1'  
1'  
1'  
1'  

str
str
str
str
str
str

0°F/-18°C

1'  
1' 
1'  
1.1'  
1.2'  
1.5'  

str
str
5"

11-1/2"

9"

6-5/8"

-20°F/-29°C

1'  
1.1' 
1.3'  
1.6'  
1.8'  
2.2'  

str
7-1/4"

5"

4-1/4"

4"

3-3/4"

-40°F/-40°C

1.3'  
1.5' 
1.8'  
2.1'  
2.4'  
2.8'  

3-1/8"

3"

2-3/4"

2-7/8"

2-3/4"

2-7/8"

-60°F/-51°C

1.7'  
2' 
2.4'  
2.9'  
3.2'  
3.9'  

2"

2"

1-7/8"

1-7/8"

1-7/8"

2"

Lowest Expected Temperature

Multiply the cable length required per foot of pipe by the length of your 
pipe. Add one extra foot for each valve in your line. Maximum cable length 
is 75 feet. For cable lengths longer than 75 feet, use two cables. Use of 
longer length may cause the internal fuse to blow.

Installing Freeze Free

Freeze protection on metal and plastic 
pipe. Complete, ready-to-install system 
in one compact box. CSA certified and 
UL listed. 120 VAC, 7 watts/ft., PVC inner 
insulation. Continuous ground braid, 3-wire 
grounded cord and plug (24") with weather-
resistant PVC outer jacket, moisture-proof 
snap-action thermostat. "On" at approx. 
38° F and "Off" at approx. 45° F.

AHB Electric Pipe 
Heating Cable 
Pre-Assembled Sets For Shelf or 
Rack Display

 STOCK 120 VOLTS 
 # 7 WATTS PER FT 

 S.O. 3 Foot (1m)
 270515 6 Foot (2m) 
 270516 9 Foot (3m) 
 270517 12 Foot (4m) 
 270518 15 Foot (5m) 
 270519 18 Foot (6m) 
 270520 24 Foot (7m) 
 270521 30 Foot (9m) 
 S.O. 40 Foot (12m) 
 S.O. 60 Foot (18m) 
 S.O. 80 Foot (24m) 
 S.O. Starter Assortment 
 S.O. Med. Assortment 
 S.O. Jumbo Assortment 


